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K32
PANEL CUBICLES/ DUCT AND WALL LININGS/ SCREENS



To be read with Preliminaries/ General conditions.

K32/120
PANEL CUBICLES – Status Cubicle System
· Manufacturer: Spectrum 
· Tel: 01244 333488  
· Email: enquiries@spectruminteriors.co.uk 
· Reference: Spectrum Status Cubicle System 
· Divisions and doors:
· Core material: 
· Available in in the following: MFC, HPL and SGL
· Colour/ Finish: To be chosen from colour selector giving overall 20mm standard thickness.
· Edge treatment: All edges of doors, division panels and pilasters to be in impact resistant lipping
· Ironmongery/Locks:

· All cubicle furniture including indicator locks, handles, telescopic feet, framework system to be finished in a Satin Anodised Aluminium.

K32/210
SAMPLES


-
General: Before placing orders submit representative samples of the following: ______ .


-
Delivered materials/ products: To match samples.

K32/220
CONTROL SAMPLES


-
General: Complete samples as part of finished work and obtain approval of appearance before proceeding.


-
Types: ______ .



-
Locations: ______ .

K32/250
INSTALLATION


-
Programming: Do not install cubicles or duct/ wall panels before building is weathertight, wet trades have finished their work, wall and floor finishes are complete, and the building is well dried out.


-
Accuracy: Set out to ensure frames and/ or panels and doors are plumb, level and accurately aligned.


-
Modifications: Do not cut, plane or sand prefinished components except where shown on drawings.


-
Fixing: Secure components using methods and fasteners recommended by the cubicle/ panel manufacturer. Prevent issues arising to parts, panels and doors.


-
Moisture and thermal movement: Make adequate allowance for future movement.
Spectrum Interiors Ltd:Unit 9 Knutsford Way, Sealand Industrial Estate, Chester, CH1 4NS
T: 01244 333 488   E: info@spectruminteriors.co.uk

